
Soffite - Festoon

The 12V and 24V Festoon lamps, with a power of 3W, 5W or 10W give a
hot and soft colour of temperature (2’400K-2’600K). They can be used 
in a wide variety of applications.
Recommandation for Xenon lamps starting from 10W
To avoid any build-up of heat, adequate ventilation is essential, espe-
cially if several lamps are installed in line.

Les lampes Soffite de 12V et 24V, d’une puissance de 3W, 5W ou 10W
procurent une température de couleur chaude et douce (2’400K-
2’600K). Elles offrent également un vaste champ d’applications.
Recommandation des lampes Soffite 10W
Leur utilisation doit être prévue dans un lieu ventilé pour éviter tout 
risque d’accumulation de chaleur, surtout lorsque plusieurs lampes 
sont installées en ligne.

Die 12V und 24V Soffitenlampen mit 3W, 5W oder 10W Leistung ver-
breiten eine sanft warme Farbtemperatur (2’400K-2’600K). Sie bieten 
einen weiten Anwendungsspielraum.
Empfehlung für 10W-Soffitenlampen
Sollte nur in genügend ventilierten Räumen vorgesehen werden, 
um jedes Hitzestaurisiko auszuschalten, besonders wenn mehrere 
Lampen in Serie installiert sind.

LIGHTING SOURCE
Type Soffite Long Life
Glass Clear or Frosted
Connector Festoon
Dimensions 44 x ø10mm
Power 5W 10W 5W 10W
Voltage 12V 12V 24V 24V
Beam Angle 360° 360° 360° 360°
Color Temperature 2600K 2700K 2600K 2700K
Lumios Flux / Unit 50lm 120lm 50lm 120lm
Lifetime 3’000h 3’000h 3’000h 3’000h
Dimming Control Main Course, 1-10V, Dali, KNX

Ask technical departement for more information

LIGHTING SOURCE
Type Soffite
Glass Clear or Frosted
Connector Festoon
Dimensions 44 x ø10mm
Power 3W 5W 10W
Voltage 24V 24V 24V
Beam Angle 360° 360° 360°
Color Temperature 2400K 2500K 2600K
Lumios Flux / Unit 20lm 38lm 80lm
Lifetime 1’000h 1’000h 1’000h
Dimming Control Main Course, 1-10V, Dali, KNX

Ask technical departement for more information

LIGHTING SOURCE
Type Soffite
Glass Clear or Frosted
Connector Festoon
Dimensions 44 x ø10mm
Power 3W 5W 10W
Voltage 12V 12V 12V
Beam Angle 360° 360° 360°
Color Temperature 2400K 2500K 2600K
Lumios Flux / Unit 30lm 38lm 120lm
Lifetime 1’000h 1’000h 1’000h
Dimming Control Main Course, 1-10V, Dali, KNX

Ask technical departement for more information
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